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PRODUCT FOR 
INDUSTRIAL APPLICATION 

 

STANDARD:    

ZN-PCW-1369:2004 

THE USE: 

For washing appliances and tools used to 
apply chemohardened paints and masses, 
and to dilute road paints to achieve 
required viscosity. 

SYMBOL:    

252557 – canister 5 l. 

330993 – canister 30 l.  

 

PRODUCT DESCRIPTION: 

This thinner is a clear, homogeneous liquid, free of mechanical and water 
contaminations. 

THE METHOD OF APPLICATION: 

When the application of paints or masses is finished wash the road machines with 
thinner WPZ 11. While diluting paints, thinner WPZ 11 shall be added in small 
portions, in amount of up to 2% (wt.) with reference to the paint, mixing thoroughly up 
to achieve the required operational viscosity. 

DETAILED FEATURES: 

  

Density at 20°C  0.86-0.88 g/cm³ 

Ignition point ≥-5  [°C] 

STORAGE: 

It shall be stored in tightly closed packages, away of fire and heat sources. For 
detailed information see Material Safety Data Sheet. 

WARRANTY PERIOD: 

In original packages that are not exposed on direct sunlight, during 24-month period 
since the date of manufacture.  

HEALTH & SAFETY INFORMATION: 

Thinner contains highly flammable volatile substances. It shall be used in rooms of 
efficient ventilation or well aired areas. 

 

PPG Logo is a registered 
trademark and Bringing Innovation 
to the Surface is a trademark of 
PPG Industries Ohio, Inc.. 
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The technical data presented in this bulletin is based upon information believed by PPG to be currently accurate. However, no guarantees of accuracy, 
comprehensiveness, or performance are given or implied.  Continuous improvements in coatings technology may cause future technical data to vary from what is in this 

bulletin.  Contact your PPG representative for the most up-to-date information. 

PPG Polifarb Cieszyn S.A. 
Cieszyn, POLAND 
Tel: +48 33 851 71 00 
Fax: +48 33 852 24 93 

PPG Coatings Deutschland GmbH  
Bochum, GERMANY 
Tel: +49 234 8690 
 

PPG Industries France S.A 
Saultain, FRANCE 
Tel: +33 3 27 14 97 00 
Fax: +33 3 27 14  98 94 

PPG Industries Italia Spa 
Quattordio, ITALY 
Tel: + 39 131 7701 
Fax: +39 131 773 753 

PPG Industries Sales, inc 
Istanbul, TURKEY 
Tel: +90 212 286 2150 
Fax: +90 212 286 21 59 

PPG Industrial Coatings B.V. 
Veenendaal, NETHERLANDS 
Tel.: +31 318 567 800 
 

PPG Iberica S.A 
Rubi (Barcelona), SPAIN 
Tel: +34 93 586 7429 
Fax: +34 93 586 7430 

PPG Dr. A. Schoch AG (Ltd.) 
Burgdof, SWITZERLAND 
Tel : +41 421 42 42  
Fax: +41 421 42 99 

PPG Industries (UK) Ltd 
Birmingham, UK 
Tel.: +44 121 423 7345 
Fax: +44 121 423 7303 

 

PPG WEB SITES: www.ppg.com & www.ppgindustrialcoatings.com 

 


